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SPECIAL NOTES SR,
. THE CONTRACTOR SHALL INSTALL ALL NEW HANDHOLEY .AND
CONDUIT BEFORE DISCONNECTING AND PULLING BACK T E
EXISTING INTERCONNECT CABLE.
2. THE CONTRACTOR SHALL SCHEDULE HIS WORK SO THAT THE ”
CABLE CAN BE PULLED BACK AND RE-ROUTED IN ONE WORK E
SESSION. WHILE THE CABLE IS BEING PULLED IT SHALL NOT %
BE LEFT UNATTENDED. .

CONSTRUCTION DETAILS

INSTALL ELECTRICAL HANDHOLE.
INSTALL 3 IN. POLYVINYL CHLORIDE (SCH 80) ELECTRICAL CONDUIT-TRENCHED.
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RE-ROUTE INTERCONNECT CABLE THROUGH CONDUIT IN BRIDGE PARAPET.
INSTALL 4 IN. POLYVINYL CHLORIDE (SCH 80) ELECTRICAL CONDUIT-BORED.

USE EXISTING HANDHOLE.
PULL INTERCONNECT CABLE BACK TO THIS HANDHOLE. ROUTE CABLE TO THE CONTROLLER AT THE INTERSECTION OF MD 140 AT ENGLAR RD.

RE-ROUTE INTERCONNECT TO CONTROLLER AT THE INTERSECTION OF MD 140 AT ENGLAR RD.
EXISTING INTERCONNECT CABLE RUNNING TO CONTROLLER AT THE INTERSECTION OF MD 140 AT CENTER STREET.

CAP AND ABANDON EXISTING CONDUIT.
REMOVE EXISTING HANDHOLES THAT WERE INSTALLED UNDER THE TEMPORARY CONDITION.
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